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These instructions aim to ensure the safe and e�ective 
use of your Spider Gear Pro carabiner. The carabiner is 
a crucial part of your fall protection system, designed 
to provide reliable performance in activities that 
involve a risk of falling from height. Proper under-
standing and adherence to these instructions are 
essential to minimize the risk of injury or death. For the 
latest updates and additional information, please visit 
SpiderGearPro.com. If you have any questions or 
encounter di�culties understanding these instruc-
tions, do not hesitate to contact Spider Gear Pro.

Applications
This carabiner is intended for fall protection as part of 
personal protective equipment (PPE). It meets EN 
362:2004 type B standards and complies with Regula-
tion (EU) 2016/425. This carabiner should be used  
exclusively for activities with a risk of falls from height 

and should not be utilized beyond its intended 
purpose.

Usage Precautions
Pre-Use Checks:
 • Ensure all instructions are thoroughly read and 
understood.
 • Receive proper training in the use of the carabiner.
 • Verify the compatibility of the carabiner with other 
system components, ensuring all equipment meets 
current standards.

Operational Safety:
 • Always load the carabiner along its major axis with 
the gate closed.
 • Regularly check that the locking sleeve is secure.
 • Avoid any actions that could cause the gate to unlock 
or the locking sleeve to be damaged.
Instructions for Users

General Use:
 • The carabiner should only be used by trained and 
competent individuals or under direct supervision.
 • Always secure and lock the carabiner before use.

  • The length of the connector impacts the fall distance 
in a fall arrest system.
Safety Measures:
 • Develop and maintain a rescue plan that can be 
implemented promptly.
 • Anchor points must be positioned above the user 
and comply with EN 795 standards, with a minimum 
strength of 12 kN.
 • Verify su�cient clearance below the user to prevent 
impact with the ground or obstacles during a fall.

Maintenance Inspection:
 • Conduct a thorough inspection at least annually or 
more frequently based on usage and local regulations.
 • Check for cracks, deformation, corrosion, and ensure 
the gate operates and locks correctly.
 • Document the condition and any issues in your PPE 
inspection form.

Cleaning:
 • Clean the carabiner with warm water (maximum 
40°C) and allow it to dry naturally away from direct 
heat.
  • After cleaning, lubricate the gate mechanism with a 
silicone-based lubricant, especially if used in marine 

environments.
Repair:
Any modi�cations or repairs should only be performed 
by Spider Gear Pro or authorized service agents.
Lifetime and Storage

Service Life:
 • While metal equipment has no speci�c service life 
limit, factors such as wear, corrosion, and mechanical 
damage can reduce its lifespan.
 • Retire the carabiner if it has experienced a signi�cant 
fall, fails inspection, has an unknown usage history, or 
becomes obsolete due to updated standards.

Storage:
 • Store the carabiner in a cool, dry, and dark place, 
away from direct heat, moisture, and chemicals.
 • Protect the carabiner from sharp edges and mechani-
cal damage during storage and transportation.

Safety Information Warning: 
Users are responsible for their own actions, decisions, 
and safety.

User Fitness:
Users must be medically and physically �t for activities 
at height. Prolonged suspension in a harness can lead 
to serious injury or death.

Instruction Compliance:
 • Follow the instructions for all equipment used with 
this carabiner.
 • Provide these instructions in the local language of 
the country where the equipment is used.
Markings and Documentation:
 • Ensure all product markings are legible and comply 
with regulatory requirements.
 • Keep accurate records of inspections, including type, 
model, serial number, dates, and inspector details.
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1.Body
2.Gate
3.Rivet
4.Locking sleeve 
5.Marking

1.Reference or name of the product
2.Conformity marking according to European regulation (EU) 
3.No. of the noti�ed body controlling the manufacturing of the product
4.Minimum breaking strength 
5.Minimum breaking strength along the major axis
6.Minimum breaking strength along the minor axis
7.Minimum breaking strength with the gate open
8.Product ID
9.Read and always follow the information supplied by the manufacturer
10.Suitable norm and year of publication
11.Basic connector with gate locking device
12. Batch and Serial number

Certifying body 

2777
SATRA TECHNOLOGY EUROPE LTD,
Bracetown Business Park
Clonee,
D15 YN2P, Ireland
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ภาษาไทย
These instructions aim to ensure the safe and e�ective 
use of your Spider Gear Pro carabiner. The carabiner is 
a crucial part of your fall protection system, designed 
to provide reliable performance in activities that 
involve a risk of falling from height. Proper under-
standing and adherence to these instructions are 
essential to minimize the risk of injury or death. For the 
latest updates and additional information, please visit 
SpiderGearPro.com. If you have any questions or 
encounter di�culties understanding these instruc-
tions, do not hesitate to contact Spider Gear Pro.

Applications
This carabiner is intended for fall protection as part of 
personal protective equipment (PPE). It meets EN 
362:2004 type B standards and complies with Regula-
tion (EU) 2016/425. This carabiner should be used  
exclusively for activities with a risk of falls from height 

and should not be utilized beyond its intended 
purpose.

Usage Precautions
Pre-Use Checks:
 • Ensure all instructions are thoroughly read and 
understood.
 • Receive proper training in the use of the carabiner.
 • Verify the compatibility of the carabiner with other 
system components, ensuring all equipment meets 
current standards.

Operational Safety:
 • Always load the carabiner along its major axis with 
the gate closed.
 • Regularly check that the locking sleeve is secure.
 • Avoid any actions that could cause the gate to unlock 
or the locking sleeve to be damaged.
Instructions for Users

General Use:
 • The carabiner should only be used by trained and 
competent individuals or under direct supervision.
 • Always secure and lock the carabiner before use.

  • The length of the connector impacts the fall distance 
in a fall arrest system.
Safety Measures:
 • Develop and maintain a rescue plan that can be 
implemented promptly.
 • Anchor points must be positioned above the user 
and comply with EN 795 standards, with a minimum 
strength of 12 kN.
 • Verify su�cient clearance below the user to prevent 
impact with the ground or obstacles during a fall.

Maintenance Inspection:
 • Conduct a thorough inspection at least annually or 
more frequently based on usage and local regulations.
 • Check for cracks, deformation, corrosion, and ensure 
the gate operates and locks correctly.
 • Document the condition and any issues in your PPE 
inspection form.

Cleaning:
 • Clean the carabiner with warm water (maximum 
40°C) and allow it to dry naturally away from direct 
heat.
  • After cleaning, lubricate the gate mechanism with a 
silicone-based lubricant, especially if used in marine 

environments.
Repair:
Any modi�cations or repairs should only be performed 
by Spider Gear Pro or authorized service agents.
Lifetime and Storage

Service Life:
 • While metal equipment has no speci�c service life 
limit, factors such as wear, corrosion, and mechanical 
damage can reduce its lifespan.
 • Retire the carabiner if it has experienced a signi�cant 
fall, fails inspection, has an unknown usage history, or 
becomes obsolete due to updated standards.

Storage:
 • Store the carabiner in a cool, dry, and dark place, 
away from direct heat, moisture, and chemicals.
 • Protect the carabiner from sharp edges and mechani-
cal damage during storage and transportation.

Safety Information Warning: 
Users are responsible for their own actions, decisions, 
and safety.

User Fitness:
Users must be medically and physically �t for activities 
at height. Prolonged suspension in a harness can lead 
to serious injury or death.

Instruction Compliance:
 • Follow the instructions for all equipment used with 
this carabiner.
 • Provide these instructions in the local language of 
the country where the equipment is used.
Markings and Documentation:
 • Ensure all product markings are legible and comply 
with regulatory requirements.
 • Keep accurate records of inspections, including type, 
model, serial number, dates, and inspector details.

ขอควรระวังในการใชงาน
การตรวจสอบกอนการใชงาน:
    • อานและทำความเขาใจคำแนะนำในคูมือทั้งหมด
    • ไดรับการฝกอบรมในการใชคาราบิเนอรอยางถูกตอง
    • ตรวจสอบความเขากันไดของคาราบิเนอรกับสวนประกอบอื่น ๆ ใน
ระบบและใหแนใจวาอุปกรณทั้งหมดเปนไปตามมาตรฐานปจจ�บันลาสุด

ความปลอดภัยในการใชงาน:
    • จัดวางคาราบิเนอรตามแนวแกนหลักโดยใหเกทปด
    • ตรวจสอบใหมั่นใจวาสลีฟล็อคปดอยางปลอดภัย
    • หลีกเลี่ยงการกระทำที่อาจทำใหเกทปลดล็อกหร�อสลีฟล็อคเสียหาย
คำแนะนำสำหรับผูใชงาน

การใชงานทั่วไป:
    • คาราบิเนอรควรใชโดยผูที่ไดรับการฝกฝนและมีความเชี่ยวชาญหร�อ

อยูภายใตการควบคุมโดยตรง
    • ปดและลอคคาราบิเนอรกอนใชงานทุกครั้ง
    • ความยาวของตัวเชื่อมตอมีผลตอระยะการตกในระบบปองกันการตก

มาตรการความปลอดภัย:
    • พัฒนาแผนการชวยเหลือกูภัยที่สามารถดำเนินการไดทันที
    • จ�ดยึดตองตั้งอยูเหนือผูใชและเปนไปตามมาตรฐาน EN 795 พรอม
ความแข็งแรง 12 kNหร�อสูงกวา
    • ตรวจสอบระยะทางดานลางใหเพ�ยงพอเพ�่อปองกันการรวงถึงพ�้นหร�อ
สิ�งกีดขวางระหวางการตก
การบำรุงรักษา
การตรวจสอบ:
    • ตรวจสอบอยางละเอียดโดยผูเชี่ยวชาญอยางนอยปละครั้งหร�อตาม
ความถี่ที่กำหนดโดยกฏหมายของประเทศทองถิ�น
    • ตรวจสอบรอยแตก การบิดเบี้ยว การกัดกรอน และตรวจสอบการ
ทำงานของเกทและลอคอยางสมบูรณ
    • บันทึกสภาพและปญหาตาง ๆ ในแบบฟอรมตรวจสอบ PPE ของคุณ
การทำความสะอาด:
    • ทำความสะอาดคาราบิเนอรดวยน้ำอุน (ไมเกิน 40°C) และปลอยให
แหง หางจากความรอนและแสงแดดโดยตรง
    • หลังการทำความสะอาด ใหหลอลื่นกลไกเกทดวยสารหลอลื่นที่มีสวน
ประกอบของซิลิโคน โดยเฉพาะหากใชในสภาพแวดลอมทางทะเล

การซอมแซม: 
การดัดแปลงหร�อซอมแซมใดๆ ตองถูกดำเนินการโดย Spider Gear Pro 
หร�อผูแทนบร�การที่ไดรับอนุญาตเทานั้น
อายุการใชงานและการเก็บรักษา

อายุการใชงาน:
    • แมวาอุปกรณโลหะจะไมมีอายุการใชงานที่กำหนดเฉพาะ แตปจจัยเชน
การสึกหรอ การกัดกรอน และความเสียหายทางกลสามารถลดอายุการ
ใชงานได
    • กำจัดคาราบิเนอรหากผานการตก เมื่อการตรวจสอบลมเหลว มี
ประวัติการใชงานที่ไมทราบแนชัด หร�อไมตรงไปตามมาตรฐานที่อัปเดต
ลาสุด

การเก็บรักษา:
    • เก็บคาราบิเนอรในที่รม แหง และมืด หางจากความรอนโดยตรง 
ความชื้น และสารเคมี
    • ปองกันคาราบิเนอรจากขอบคมและความเสียหายในระหวางการจัดเก็บ
และการขนสง

ขอมูลความปลอดภัย
คำเตือน: กิจกรรมที่เกี่ยวของกับการใชอุปกรณนี้ เปนสิ�งที่เปนอันตราย 
ผูใชงานควรคำนึงและรับผิดชอบตอการกระทำ การตัดสินใจและความ 

ปลอดภัยของตน
ความพรอมของผูใช: ผูใชตองมีความพรอมทางการแพทยและรางกาย
สำหรับกิจกรรมที่สูง การแขวนตัวในสายรัดเปนเวลานานอาจนำไปสูการ
บาดเจ็บรุนแรงหร�อเสียชีว�ตได

การปฏิบัติตามคำแนะนำ:
    • ปฏิบัติตามคำแนะนำสำหรับอุปกรณทั้งหมดที่ใชรวมกับคาราบิเนอรนี้
    • จัดทำคำแนะนำเหลานี้เปนภาษาทองถิ�นของประเทศที่ใชอุปกรณ
การทำเคร�่องหมายและเอกสาร:
    • ตรวจสอบใหมั่นใจวาเคร�่องหมายสัญลักษณทั้งหมดยังอยูอยางชัดเจน
และเปนไปตามขอกำหนดของกฎระเบียบมาตรฐาน
    • เก็บบันทึกการตรวจสอบอยางถูกตอง รวมถึงประเภท รุน หมายเลข
ซีเร�ยล วันที่ และรายละเอียดผูตรวจสอบ

G. H. I. J. K. L.
INSPECTOR NAME SIGNDATE DATE

G. H. I. J. K. L.
INSPECTOR NAME SIGNDATE DATEINSPECTION FORM (INSPECTION EVERY 12 MONTHS)

A. Date of purchase.
B. Date of entry into service.
C. Length.
D. Serial number.
E. PPE Manager's name.
F. PPE Manager's signature.

G. Examination date. 
H. Compliant. 
I. Non-compliant.
J. Inspector's name.
K. Inspector's signature. 
L. Date of next examination.

G. H. I. J. K. L.
INSPECTOR NAME SIGNDATE DATE
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MANAGER
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